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UNIT DOSE PIG

The 001-789 Unit Dose Pig is designed to reduce exposure
from gamma emitting radiopharmaceuticals, such as the

In-111 component of a Zevalin™ treatment. The barrel of the
pig is constructed of .5" thick (1.3 cm) lead encased in durable
plastic. The pig accommodates a 10 cc B-D syringe filled to
capacity. The pig fits into Zevalin shipping container and
most ammo cans.

SPECIFICATIONS:
Dimensions: 10.3" l x 2.3" dia. (26 x 5.8 cm)
Lead Shielding: .5" thick (1.3 cm)
Weight: 8.2 lb (3.7 kg)

001-789 Pig, Unit Dose, Zevalin In-111
Accommodates 10 cc syringe with or
without needle, filled to 10 cc

Related:
001-771 Sheets, Absorbent, 100/pkg
U.S. Patent No. 6,822,253
U.S. Patent No. 6,963,073
U.S. Patent No. 7,019,317

ZEVALIN™

SHIPPING CONTAINER
The Zevalin™ Shipping Container is

designed to transport up to four unit
dose pigs of Zevalin In-111 and/or Y-
90. The system consists of a DOT type
shipping container and foam inserts.

SPECIFICATIONS:
Dimensions:

Container: 11.75" l x 11.75" w x 12.5" h
(29.8 x 29.8 x 31.8 cm)
Cubic Feet: ~1 cu ft (.03 cu meters)

Regulations:
• Meets DOT II Type A packaging requirements

when shipping Zevalin™.

UNIT DOSE PIG

The 001-788 Unit Dose Pig is designed to reduce exposure from
beta emitting radiopharmaceuticals, such as the Y-90 compo-

nent of a Zevalin™ treatment. The barrel of the pig is constructed
of .09" thick (2.3 mm) lead and .36" (9.1 mm) acrylic that attenu-
ates beta emissions and errant bremsstrahlung. The lead and
acrylic is encased in a durable plastic. The pig accommodates a
10 cc B-D syringe filled to 9 cc. The pig fits into the Zevalin ship-
ping container and most ammo cans.

SPECIFICATIONS:
Dimensions: 10.3" l x 2.3" dia. (26 x 5.8 cm)
Lead Shielding: .09" thick (2.3 mm)
Acrylic Shielding: .36" thick (9.1 mm)
Weight: 3 lb (1.4 kg)

001-788 Pig, Unit Dose, Zevalin Y-90
Accommodates 10 cc syringe with or
without needle, filled to 9 cc

Related:
001-771 Sheets, Absorbent, 100/pkg
U.S. Patent No. 6,822,253
U.S. Patent No. 6,963,073
U.S. Patent No. 7,019,317

• Meets IATA Dangerous Goods Regulations,
50th Edition Sections 5.0.4.3, 10.5, and 10.6.1
thru 10.6.3.5

Compliance reports for packaging are available upon
request.

001-790 Shipping Container, Zevalin
Note: Unit Dose Pigs sold separately

Related:
001-788 Pig, Unit Dose, Zevalin Y-90

Accommodates 10 cc syringe with or
without needle, filled to 9 cc

001-789 Pig, Unit Dose, Zevalin In-111
Accommodates 10 cc syringe with or
without needle, filled to 10 cc

001-726 Tags, Wire Security, 25/pkg
Used to identify unauthorized access
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